
3” Portable Thermal Printer 

HP-M300E 

SPECIFICATION SHEET Ver.1.2

✓Rechargeable Lithium battery: 2200 mAh

✓Fast print speed: 60mm/sec

✓QR Code ready

✓Light weight designed



HP-M300E

  Printing method		 	 Direct Thermal Line

  Resolution	 	 	 203DPI, 576 dots/line

  Paper width	 	 	 80mm

  Paper diameter	 	 	 50±0.5mm

  Character Set	 	 	 ANK Font: FontA: 12*24dots, FontB: 9*17 dots

	 	 	 	 Simplified/Traditional Chinese Character, Korean: 24*24 dots


[Notice] : Specification are subject to change without notice   

  Printing width	 	 	 72mm

  Code Page	 	 	 PC437, Katakana, PC850, PC860, PC863, PC865, West Europe, Greek, Hebrew, Vietnam,

	 	 	 	 East Europe, Iran, WPC1252, PC866, PC852, PC858, IranII, Latvian, Arabic, PT151,1251, 		
	 	 	 PC747, Uyghur, Thai

  Specification

  Paper thickness		 	 0.06 ~ 0.08mm

  Mechanism Reliability	 	 50km

  Interface	 	 	 USB+Bluetooth3.0/BLE4.0 (Standard) or USB+WiFi (Optional)

  Dimensions	 	 	 131mm x 107mm x 58mm

  Charge period	 	 	 3.0 ~ 5.0 hours

  Working Environment	 	 Temperature: 0～45℃, Humidity: 10～90%

  Storage Environment	 	 Temperature:  -10～50℃, Humidity: 10～90%


  AC Adapter	 	 	 Input: AC100-220V, output: DC9V/1A

  Printing speed	 	 	 Max. 60mm/second

  Fonts	 	 	 	 GB18030, Big5, Korean

Code Soft International Information Co. Ltd. For more information : www.code-soft.com
Room 319, Block C, The NEW Generation Info Tech Park, Chuangye Road, No.139, Bao'An District, Shenzhen, P.R.China.

®Codesoft 2018

  Barcode	 	 	 1D: Code39, Code93, Code128, EAN-8, EAN-13, UPC-A, UPC-E, CODEBAR, ITF

 	 	 	 	 2D: QR code

  Print Command	 	 	 Compatible with ESC/POS

  Data	 	 	 	 4K bytes

  NV Flash	 	 	 60K bytes

  Weight	 	 	 	 350g (Included battery)

  Lithium battery	 	 	 2200mAh / 7.4V 

  Operating System Support	 Android, iOS, Windows (9X/ME/2000/NT/XP/Vista/7/8/8.1/10) or Linux

  Optional Accessories	 	 Protective case, vehicle charger.
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