
Imager Box Scanner 

MP119 

SPECIFICATION SHEET Ver.1.2

✓Compact design and plug-and-play interfaces allow easy integration into different host devices 

✓Read all common 1D/2D barcodes from electronic screens 

✓Support Android, Mac OS and Windows OS 



  Dimensions	 	 	 90mm × 82mm × 75mm

  Weight	 	 	 	 270g

  Decode capability	 	 All common 1D/2D on monitor and mobile screen 
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SPECIFICATION SHEET Ver.1.1

  Scanning Pattern	 	 Image

  Sensor		 	 	 CMOS, 640 x 480 pixels, 30 fps

[Notice] : Specification are subject to change without notice.

MP119
  Mechanical

  Temperature	 	 	 -20ºC to 50ºC (operating); -40ºC to 70ºC (storage)

  Interface	 	 	 USB or USB Virtual COM


  Scanning angles		 	 ±55°, ±55°, 360° (Skew, Pitch, Roll) 

  Humidity	 	 	 5% to 95% (non-condensing)

  Electrical

  Environmental & Safety

  Input Voltage	 	 	 5.0 ± 0.25 VDC 

  Shock

  Scanning Mode	 	 	 Auto-detection, continuous 

  Colour	 	 	 	 Blue or customise colour

  Light Source	 	 	 White LED, 624nm 

  Decode capability
  Standard	 	 	 1D: Code 39 (Code 32), Code 128, UPC/EAN/JAN, Code 93, Interleaved 2 of 5, Codabar

	 	 	 	 Matrix 2 of 5, Industrial 25(Straight 2 of 5 Industrial) 
  Standard	 	 	 2D: QR Code, Data Matrix, PDF417 
  Optional	 	 	 1D: China Post(Hong Kong 2 of 5), NEC 2 of 5, Code 11, MSI Plessey, GS1 Databar(RSS), 	
	 	 	 	 Korea Post, Trioptic code39, GS1 Composite Code, Telepen 
  Optional	 	 	 2D: MicroPDF417, Aztec Code, Codablock, MaxiCode, Chinese Sensible Code 
  Decoding Depth		 	 Alipay Code: 30-150mm & Bus Code: 50-120mm 

  Drop Resistance		 	 1.5m drop to concrete 

  Print contrast	 	 	 ≥30% 
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