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POS Touch Driver Installation Guide 

Version: V3.3.1.30.   Update: 20090922

 

 

Trademarks  

Some of the product names mentioned herein are used for identification purposes 

only and may be trademarks and/or registered trademarks of their respective 

owners. 

 

 

Revision History: 

Version Date Description 

V3.3.1.30. Aug, 2009  Release 

 

 

Remark: 

The below installation procedure is based on the version v3.3.1.30 and using 

Windows XP as an example, the installation procedure might slightly differ 

depending on the OS installed. 
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Driver Installation Procedure 

Insert the Driver CD into your CD driver which is prior connected to the system 

then follow the installation instructions in the Setup Wizard.  

Detail instruction as below: 

 

1. You can find the driver menu in the attached driver CD, please click the 

<Windows> in the <Touch> section. The procedure might slightly differ 

depending on the OS version installed. 

2. Click the <Windows> to run auto detective program for touch type installed. 
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3. To click <Install Touch Driver> to detect the touch type being installed on the 

system. 

 

 

4. After detect the touch type, press <Install Touch Driver> again. 

     

 

 

5. Click <Next> to start the setup program of POS touch driver version 3.3.1.30. 
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6. Select <I agree to the terms of the license agreement> and click <Next>. 

 

 

7. Set up a specified folder to install the TouchUtility and click <Next>. 

 

 

8. Select all options and click <Next>. 
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9. Click <Next> to start the TouchUtility Setup. 

 

 

10. TouchUtility Setup is running. 

 

 

11. To disregard the Software Installation warning and click <Continue Anyway>. 

 



 
 

6

12. To disregard the Hardware Installation warning and click <Continue Anyway>. 

 
 

13. System Scanning serial port for a touch device is running. The Touch panel is 

on COM5.  

 

 

14. TouchUtility Setup installation succeed, click <Finish>. 
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15. Click <OK> to reboot your computer. 

 
 

 

 

 


