
2 Inches Wristband Printer 

TP-3200TLA 

SPECIFICATION SHEET Ver.1.1

✓Support real-time monitoring function, easy to call customer services promptly.

✓2-8 inch/second high speed printing.

✓Support fan-fold and roll form media.

✓Automatic calibration function.

✓Support black mark detection. 



SPECIFICATION SHEET Ver.1.0

TP-3200TLA 

  Power and Dimensions

  Print Method	 	 	 Direct thermal

  Print Width	 	 	 Max. 60mm

  Print Speed	 	 	 Max. 200mm/second

  Resolution	 	 	 203 DPI

  Interface 	 	 	 USB

  Power Input	 	 	 DC 24V/2A

  Code Page	 	 	 1D Barcode: CODE128, EAN128, ITF, CODE39, CODE93, EAN13, EAN13+2, EAN13+5, 	 	
	 	 	 EAN8, EAN8+2, EAN8+5, CODABAR, POSTNET, UPC-A, UPCA+2, UPCA+5, UPC-E, 	 	 	
	 	 UPCE+2, UPC-E+5, CPOST, MSI, MSIC, PLESSEY, ITF14, EAN14 

	 	 	 	 2D Barcode: QR Code

  Dimensions	 	 	 243mm (D) x 129mm (W) x 166mm (H) 

[Notice] : Specification are subject to change without notice    
*The instructions are all under the laboratorial measurements with specified paper. 

  Black Mark Sensor	 	 Reflection sensor

  Media	 	 	 	 Roll-free or fan-fold direct thermal wristband or thermal label roll	 	 	 	
	 	 	 Width : Max. 60mm, Min. 20mm 

	 	 	 	 Supply roll diameter size : Max.OD 100mm (4”), Min.ID 25.4mm (1”)

	 	 	 	 Output method : Tear off


  Specification

  Memory	 	 	 4MB Flash, 8MB DRAM

  Character Enlargement/rotation	 1-10 times enlargement in horizontal and vertical directions; Rotation printing (0°, 90°, 270°	
	 	 	 and 360°) 
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  Print Head Position Detection	 Micro switch

  Media Sensor	 	 	 Photo electricity sensor

  Font	 	 	 	 Font 0 - Font 8

  Image	 	 	 	 Mono color PCX, BMP image file, which can be downloaded into FLASH and DRAM 
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