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TCP-755

Core-i Fanless POS Terminal

Ultra-Slim Design and Powerful

15” all-in-one panel PC style with bezel-free touch
display

= Intel® 7th generation ultra low power processors

= Afanless thermal solution helps ensure system reliability
= Tool-free interchangeable I/O extension board

® |P64 water & dust-proof front panel protection

= 5V/12V DC powered COM with jumper-less BIOS setting

= Optional peripherals include: VFD & 87/10.4” customer display, 1D & 2D barcode scanner, MSR,
iButton, RFID, fingerprint reader



TCP-755

Specification

CPU Intel® Core i7-7500U (Dual Core 4M Cache, up to 3.50 GHz)
Intel® Core i5-7200U (Dual Core 3M Cache, up to 3.10 GHz)
Intel® Core i3-7100U (Dual Core 3M Cache, up to 2.40 GHz)
Intel® Celeron 3965U (Dual Core 2MB Cache, up to 2.20GHz)

Memory x 1 (DDR4-2133MHz SO-DIMM, up to 16GB)

Storage x 1 (2.5” SATAIIl HDD or SSD ) / x 1 M.2 (Support 2242 & 2280) (SSD)
LCD Display Size 15” TFT LCD

Color 16.2M/ 262K Colors

Resolution 1024 x 768

Brightness 350cd/m2

Touch Five-wire analog resistive type or projected capacitive touch

OS Support Linux / Win 10 loT Enterprise

USB 3.0 x4

Serial Port x 3 (RJ45 with DC 5V/12V selectable)

Cash Drawer Port x 1 (RJ1112V/ 24V)

VGA Port x 1

LAN Port x 1 (RJ45 10/100/1000 M)

Extension Type C: USB 2.0 x 2 , 24V Powered USB x 1, Mic x 1, Line-out x 1

Type E: USB 2.0 x 4, COM (RJ45 with DC 5V/12V selectable) x 1

Optional Peripheral

MSR JIS-l or I, ISO Track 1/2/3 USB (Build-in USB Interface)
Second Display 8” /10.4” without touch
Customer Display VFD display 2 x 20 characters
Barcode Scanner 1D/ 2D
Others iButton / RFID / Fingerprint Reader / WiFi
 Environment |
Operating Temperature 0°C ~ 35°C
Storage Temperature -20°C ~ 60°C
Relative Humidity 20% to 80% non-condensing

Power Supply 90W / 150W 19V lockable 3-pin DC input power adapter
Chassis Housing Color Aluminium Black
Dimension 374mm (W) x 356mm (H) x 207mm (D)

[Notice] : Specifications subject to change without notice
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